TOP VENTING — PEAK PROFITS
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Naturally ventilated,
ZEPHYR™ ranges with top
mounted roof vents and
Nexus drop curtains.
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Nex-Curtains™
on both end and
side walls.
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Rack and pinion
roof vents.
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TOP VENTING - PEAK PROFITS
By definition a zephyr is a gentle breeze. The Nexus Zephyr™
is the most cost-effective solution for natural
ventilation because it is designed and constructed to
meet your specific requirements (i.e. regional snow
load rating) and it offers the grower a gentle breeze to
help optimize growing conditions.

The economical and easy bolt-on conversion updates your
range to a state-of-the-art naturally ventilated
greenhouse.
NEXUS

As with all Nexus Greenhouse Systems, the Zephyr carries a
one year warranty. All products manufactured by Nexus will
be new and free from defective material and workmanship for
one year from receipt by the customer.

FASTER PROFITS
The Zephyr’s one-piece, preassembled trusses easily attach to
the Nexus square columns and predrilled color-coded square
purlins for more uniform and faster site construction. The
strength of the Nexus pioneered, welded truss design gives you
flexibility to hang baskets, vegetable crops and equipment.

FEATURES OF NATURAL VENTILATED ZEPHYR
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VERTICAL VENTING — FAR SUPERIOR
The Zephyr offers an improved cooling solution to an old
problem by use of efficient vertical ridge vents at the peak. In
the Zephyr, hot air escapes at the highest point in the
greenhouse, not at the lower gutter area as in a wing design.
Top ridge vents allow for dehumidification and ventilation even
when snow is in the gutters.
The Zephyr’s vertical vent design
protects your crops from heavy
rains and minimizes the risk of
losing vents in the roof from
high winds. Also, insect screens
install in a snap.

One-piece, factory welded, high clearance trusses
High-strength Tenzaloy Column caps and gutter saddles
Aluminum flashings and extrusions
Standard sizes
Widths: 24', 30', 36'
Sidewall Height: 8'
Bay Spacing: 10', 12'
Load Ratings: 10psf, 15psf, 20psf, 30psf

▲ Non-standard widths, heights and loads can be designed
▲ Competitively priced
▲ Purlins, internal and external columns are predrilled,
square steel

NEXPERTS HELP WHEREVER NEEDED

HOT AIR

1967, has three manufactuNexus
Corporation, started in ring plants:
Pana, IL; Darlington, SC;
COOL AIR and Northglenn, CO.
We support you with
Nexperts regionally
located throughout the
U.S. and Canada. In addition to your structure
needs, they will advise you on our complete line of engineered
benching, environmental controls and other accessories. The
result: a complete greenhouse system.

FLEXIBILITY BY DESIGN
Vent options include: drop down curtains,
polycarbonate (twin wall or corrugated), or fiberglass covered
rack and pinion vents. Greenhouse options are: double-poly or
rigid covering when ordering, with the option of adapting
double-poly to a hard cover later.

NEXUS ADAPTABILITY
The Nexus Teton quonset style greenhouse
can be converted into a naturally ventilated
structure.
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So, for maximum versatility and natural ventilation,
call us and discover how our Zephyr can help
™
your business grow and grow.
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HIGH STRENGTH
STRUCTURAL
TUBE BY ALLIED

10983 Leroy Drive, Northglenn, CO 80233 ▲ 1-800-228-9639 ▲ www.nexuscorp.com ▲ fax 303-457-2801

